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6711DE
DULUX ENVIRONMENTAL PAINTING EXTERIOR

1.
GENERAL


This section relates to the surface preparation and painting of new and existing exterior substrates using Dulux environmental exterior paint systems.

1.1
RELATED WORK


Refer to 6700D DULUX PAINTING GENERAL for general matters related to painting work.

2.
PRODUCTS

2.1
PRODUCTS


Refer to 6700D DULUX PAINTING GENERAL for product clauses.

3.
EXECUTION

3.1
EXECUTION


Refer to 6700D DULUX PAINTING GENERAL for execution clauses.

4.
SELECTIONS


Substitutions are not permitted to the following, unless stated otherwise.


All VOC levels quoted are based on white topcoats and will vary when tinted. Refer to DULUX Duspec for up to date VOC levels as these are subject to change.


Exterior Decorative Paint Systems

Supply the listed Dulux Paint systems for the following new substrates:

4.1
EXTERIOR TIMBER -WALL AREAS


Coating type:
Water based low sheen


System:
DuSpec NZSD2361


Preparation:
PTI003


1st coat:
DULUX Prepcoat Acrylic Primer Undercoat @12 sqm / litre


2nd coat:
DULUX Weathershield X10 @16 sqm / litre


3rd coat:
DULUX Weathershield X10 @16 sqm / litre

4.2
EXTERIOR TIMBER - JOINERY, DOORS, TRIM, FRAMES & OPENING SASHES


Coating type:
Water based enamel semi gloss


System:
DuSpec NZSD0299


Preparation:
PTI003


1st coat:
DULUX Prepcoat Acrylic Primer Undercoat @ 13.7 sqm / litre


2nd coat:
DULUX Aquanamel @ 16.1 sqm / litre


3rd coat:
DULUX Aquanamel @ 16.1 sqm / litre

4.3
EXTERIOR CEMENTITIOUS - MASONRY, BRICK, BLOCKWORK


Coating type:
Water based low sheen


System:
DuSpec NZSD3706


Preparation:
PBK019


1st coat:
DULUX Prepcoat Acrylic Sealer Undercoat @ 12 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


3rd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre

4.4
EXTERIOR CEMENTITIOUS - PRECAST CONCRETE PANEL HIGH BUILD


Coating type:
Water based matt


System:
DuSpec NZSA2024


Preparation:
PCO018


Prep coat:
DULUX Acratex 400/4 Tiltwash @ 2 sqm / litre


1st coat:
DULUX Acratex 501/8 HAR Primer @ 10 sqm / litre


2nd coat:
DULUX Acra-Shield Matt @ 6.7 sqm / litre


3rd coat:
DULUX Acra-Shield Matt @ 6.7 sqm / litre

4.5
EXTERIOR CEMENTITIOUS - NEW CEMENT RENDER HIGH BUILD


Coating type:
Water based matt


System:
DuSpec NZSA0547


Preparation:
PCE007


1st coat:
DULUX Acratex 501/8 HAR Primer @ 10 sqm / litre


2nd coat:
DULUX Acra-Shield Matt @ 6.7 sqm / litre


3rd coat:
DULUX Acra-Shield Matt @ 6.7 sqm / litre

4.6
EXTERIOR CEMENTITIOUS NEW ACRYLIC PAINTED SURFACES - ANTI - GRAFFITI


Coating type:
Water based


System:
Performance Solutions


Preparation:
PCO018


1st coat:
VandlGuard @ 5m2 per litre 26 microns DFT (VG001)


2nd coat:
VandlGuard @ 5m2 per litre 26 microns DFT (VG001)

4.7
EXTERIOR PRECAST CONCRETE - ANTI GRAFFITI SYSTEM CLEAR


Coating type:
Silane/Siloxane Water Repellent


Coating type:
Anti-graffiti coating


System:
MicroSeal Penetrating Water Repellent


Preparation:
Tiltwash 400/4


1st Application:
MicroSeal @ spread rate described on data sheet (MS001)


2nd Application:
VandlGuard @ 5m2 per litre 26 microns DFT (VG001)


3rd Application:
VandlGuard @ 5m2 per litre 26 microns DFT (VG001)

4.8
EXTERIOR NON FERROUS METAL - ALUMINIUM, COPPER


Coating type:
Water based low sheen


System:
DuSpec NZSD0352


Preparation:
PNF004


1st coat:
DULUX Quit Rust Metal Primer @ 9 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


3rd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre

4.9
EXTERIOR GALVANIZED IRON, ZINCALUME


Coating type:
Water based low sheen


System:
DuSpec NZSD0397


Preparation:
PZC012


1st coat:
DULUX Quit Rust Galvanised Iron Primer Plus @ 14.8 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


3rd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre

4.10
EXTERIOR FERROUS METAL - STEEL, MILD STEEL, IRON


Coating type:
Water based low sheen


System:
DuSpec NZSD0837


Preparation:
PFM005


1st coat:
DULUX Quit Rust Metal Primer @ 14.8 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1sqm / litre


3rd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre

4.11
EXTERIOR PLASTICS


Coating type:
Water based low sheen


System:
DuSpec NZSD0407


Preparation:
PPC011


1st coat:
DULUX Prepcoat Primerlock @ 10 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


3rd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre

4.12
EXTERIOR FIBRE CEMENT SHEETING


Coating type:
Water based low sheen


System:
DuSpec NZSD2634


Preparation:
PFC013


1st coat:
DULUX Prepcoat Acrylic Primer Undercoat @ 13.7 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


3rd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


Exterior Stain & Semi Transparent Systems

4.13
EXTERIOR TIMBER -WALL AREAS STAINED WATER BASED


Coating type:
Water based stain matt (NB: Use to change the colour of timber)


System:
DuSpec NZSW0330


Preparation:
PTI003


1st coat:
CABOT'S Deck & Exterior Stain @ 11.5 sqm / litre


2nd coat:
CABOT'S Deck & Exterior Stain @ 11.5 sqm / litre


Optional:
CABOT'S Deck & Exterior Stain @ 11.5 sqm / litre

4.14
EXTERIOR TIMBER -WALLS & DOORS STAINED SOLVENT BASED


Coating type:
Solvent based oil (NB: Use to change the colour of timber)


System:
DuSpec NZSW0438


Preparation:
PTI003


1st coat:
CABOT'S Deck & Exterior Stain @ 12.5 sqm / litre


2nd coat:
CABOT'S Deck & Exterior Stain  @ 12.5 sqm / litre


Optional:
CABOT'S Deck & Exterior Stain  @ 12.5 sqm / litre

4.15
EXTERIOR TIMBER - DECKING & DOORS CLEAR WATER BASED OIL


Coating type:
Water based oil (NB: Use to enhance the natural colour of timber)


System:
DuSpec NZSW3826


Preparation:
PTI003


1st coat:
CABOT'S Aquadeck @ 10.2sqm / litre


2nd coat:
CABOT'S Aquadeck @ 10.2sqm / litre


Optional:
CABOT'S Aquadeck @ 10.2sqm / litre

4.16
EXTERIOR TIMBER - DECKING STAINED


Coating type:
Solvent based stain (NB: Use to change the colour of timber)


System:
DuSpec NZSW0434


Preparation:
PTI003


1st coat:
CABOT'S Deck & Exterior Stain @ 10 sqm / litre


2nd coat:
CABOT'S Deck & Exterior Stain @ 10 sqm / litre


Optional:
CABOT'S Deck & Exterior Stain @ 10 sqm / litre

4.17
EXTERIOR PRECAST CONCRETE - WATER REPELLENT SYSTEM


Coating type:
Silane/Siloxane Water Repellent


System:
MicroSeal Penetrating Water Repellent


Preparation:
Tiltwash 400/4


1st Application:
MicroSeal @ spread rate described on data sheet (MS001)

4.18
EXTERIOR CONCRETE PAVING SEALER SOLVENT BASED


Coating type:
Solvent based clear matt (Sealer-thinned 1:1 with Maxiproof thinners)


System:
DuSpec NZSW0979


Preparation:
PCF010


1st coat:
INTERGRAIN Maxiproof @ 8 -16 sqm / litre

4.19
EXTERIOR CONCRETE PAVING SEALER WATER BASED


Coating type:
Water based clear satin


System:
DuSpec NZSD1925


Preparation:
PCF010


1st coat:
Dulux Aquatread Clear Sealer @ 11.5 sqm / litre


2nd coat:
Dulux Aquatread Clear Sealer @ 11.5 sqm / litre

4.20
EXTERIOR FINISHES


Substrate:
Weatherboards


Dulux system:
~


Substrate:
Timber joinery


Dulux system:
~


Substrate:
Ferrous metals


Dulux system:
~


Substrate:
Non ferrous metals


Dulux system:
~


Substrate:
Steelwork galvanized roof


Dulux system:
~


Substrate:
Timber deck


Dulux system:
~


Substrate:
Concrete/Block walls


Dulux system:
~


Substrate:
Plastic


Dulux system:
~


Exterior Decorative Paint Systems - Repaint
4.21
EXTERIOR FIBRE CEMENT SHEETING - REPAINT

Coating type:
Water based low sheen


System:
DuSpec NZSD0870


Preparation:
PFC013


1st coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre

4.22
EXTERIOR TIMBER -WALL AREAS - REPAINT

Coating type:
Water based low sheen


System:
DuSpec NZSD0291


Preparation:
PTI003


1st coat:
DULUX Weathershield X10 @16 sqm / litre


2nd coat:
DULUX Weathershield X10 @16 sqm / litre

4.23
EXTERIOR TIMBER - DOORS, TRIM, FRAMES & OPENING SASHES - REPAINT

Coating type:
Water based enamel semi gloss


System:
DuSpec NZSD0300


Preparation:
PTI003


1st coat:
DULUX Aquanamel @ 16.1 sqm / litre


2nd coat:
DULUX Aquanamel @ 16.1 sqm / litre

4.24
EXTERIOR CEMENTITIOUS - MASONRY, BRICK, BLOCKWORK - REPAINT

Coating type:
Water based low sheen


System:
Duspec NZSD3706


Preparation:
PBK019


1st coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre

4.25
EXTERIOR CEMENTITIOUS - NEW CEMENT RENDER HIGH BUILD - REPAINT

Coating type:
Water based matt


System:
DuSpec NZSA3601


Preparation:
PCE007


1st coat:
DULUX Acra-Shield Matt @ 6.7 sqm / litre


2nd coat:
DULUX Acra-Shield Matt @ 6.7 sqm / litre

4.26
EXTERIOR GALVANIZED IRON, ZINCALUME - REPAINT

Coating type:
Water based low sheen


System:
DuSpec NZSD0398


Preparation:
PZC012


1st coat:
DULUX Weathershield X10 @ 16.1 sqm / litre


2nd coat:
DULUX Weathershield X10 @ 16.1 sqm / litre
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