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6721DE
DULUX ENVIRONMENTAL PAINTING INTERIOR

1.
GENERAL


This section relates to the surface preparation and painting of new and existing interior substrates using Dulux Environmental interior paint systems.

1.1
RELATED WORK


Refer to 6700D DULUX PAINTING GENERAL for general matters related to painting work.

2.
PRODUCTS

2.1
PRODUCTS


Refer to 6700D DULUX PAINTING GENERAL for product clauses.

2.2
ENVIRONMENTAL


Refer to SELECTIONS for Dulux products 'Best Environmental System' using Dulux's best water based system.  All VOC levels quoted are based on white topcoats and will vary when tinted. Refer to DULUX Duspec for up to date VOC levels as these are subject to change.

3.
EXECUTION

3.1
EXECUTION


Refer to 6700 PAINTING GENERAL for execution clauses.

4.
SELECTIONS


Substitutions are not permitted to the following, unless stated otherwise.


Interior Decorative Paint Systems


Supply the listed Dulux paint systems for the following new substrates:


Refer to the Duspec web site www.dulux.co.nz for pre-painted surfaces.

4.1
INTERIOR PAPERFACED PLASTERBOARD - WALLS PAINT FINISH LOW VOC


Coating type:
Environmental water based low sheen


System:
DuSpec NZSD3177


Preparation:
PPL008


1st coat:
DULUX Professional Enviro2 acrylic sealer undercoat @ 12 sqm / litre


2nd coat:
DULUX Professional Enviro2 @ 16 sqm / litre


3rd coat:
DULUX Professional Enviro2 @ 16 sqm / litre


Spread of Flame Index:
= 0


Smoke Development Index:
= 2


Dulux Professional Enviro2 is also available in a Flat NZSD3193 finish.

4.2
INTERIOR PAPERFACED PLASTERBOARD - WALLS - WATER BASED ENAMEL


Coating type:
Water based enamel low sheen


System:
DuSpec NZSD0178


Preparation:
PPL008

1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12 sqm / litre


2nd coat:
DULUX Aquanamel @ 16.1 sqm / litre


3rd coat:
DULUX Aquanamel @ 16.1 sqm / litre


Spread of Flame Index
= 0


Smoke Development Index
= 3

4.3
INTERIOR PAPERFACED PLASTERBOARD - WALLS SUPERIOR FINISH LOW VOC


With a sprayed on high build plaster Prepcoat.


Coating type:
Water based low sheen


System:
DuSpec NZSD3828


Preparation:
PPL008


1st coat:
DULUX Professional Ultra 5 Surface, Prep & Finish @ 5 sqm / litre


2nd coat:
DULUX Professional Enviro2 @ 16 sqm / litre


3rd coat:
DULUX Professional Enviro2 @ 16 sqm / litre

4.4
INTERIOR PAPERFACED PLASTERBOARD - WALLS - HIGH SERVICE AREAS


Coating type:
Water based semi gloss


System:
DuSpec NZSDI0509


Preparation:
PPL008

1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12 sqm / litre


2nd coat:
DULUX Enviropoxy WBE @ 8.4 sqm / litre


3rd coat:
DULUX Enviropoxy WBE @ 8.4 sqm / litre

4.5
INTERIOR PAPERFACED PLASTERBOARD WALLS - INTUMESCENT


FRR:
30, 40 or 60


Coating type:
Water based low sheen


System:
CAP 508


Preparation:
PPL008

1st coat:
DULUX Professional Enviro2 acrylic sealer undercoat @ 12 sqm / litre


2nd coat:
ZONE NZ (CAP 508) FRR 30, 45, or 60 site applied to project specific DFT


3rd coat:
DULUX Professional Enviro2 @ 16sqm / litre


4th coat:
DULUX Professional Enviro2 @ 16sqm / litre

4.6
INTERIOR PAPERFACED PLASTERBOARD - CEILINGS - PAINT FINISH


Coating type:
Water based flat


System:
DuSpec NZSD0074


Preparation:
PPL008

1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12 sqm / litre


2nd coat:
DULUX Professional UltraHide tintable ceiling paint @ 12.8 sqm / litre


3rd coat:
DULUX Professional UltraHide tintable ceiling paint @ 12.8 sqm / litre


Spread of Flame Index
= 0


Smoke Development Index
= 0

4.7
INTERIOR PAPERFACED PLASTERBOARD - CEILINGS PAINT FINISH - LOW VOC


Coating type:
Water based flat


System:
DuSpec NZSD0080


Preparation:
PPL008


1st coat:
DULUX Professional Enviro2 acrylic sealer undercoat @ 12 sqm / litre


2nd coat:
DULUX Professional Enviro2 @ 16sqm / litre


3rd coat:
DULUX Professional Enviro2 @ 16sqm / litre


Spread of Flame Index
= 0


Smoke Development Index
= 1

4.8
INTERIOR PAPERFACED PLASTERBOARD - CEILINGS - HIGH BUILD FINISH


With a sprayed on high build plaster prep & finish coat


Coating type:
Water based flat


System:
DuSpec NZSD3804


Preparation:
PPL008

1st coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 3 sqm / litre


2nd coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 3 sqm / litre

4.9
INTERIOR PAPERFACED PLASTERBOARD - CEILINGS - SUPERIOR FINISH


With a sprayed on high build plaster prep coat


Coating type:
Water based flat


System:
DuSpec NZSD3843


Preparation:
PPL008

1st coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 5 sqm / litre


2nd coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 5 sqm / litre


3rd coat:
DULUX Professional UltraHide tintable ceiling paint @ 12.8 sqm / litre

4.10
INTERIOR PAPERFACED PLASTERBOARD -CEILINGS SUPERIOR FINISH LOW VOC


With a sprayed on high build plaster prep coat


Coating type:
Water based flat


System:
DuSpec NZSD3844


Preparation:
PPL008


1st coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 5 sqm / litre


2nd coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 5 sqm / litre


3rd coat:
DULUX Professional Enviro2 @ 15.9 sqm / litre

4.11
INTERIOR PAPERFACED PLASTERBOARD - CEILINGS - INTUMESCENT


FRR:
30 or 45


Coating type:
Water based flat


System:
CAP 508


Preparation:
PPL008

1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12 sqm / litre


2nd coat:
ZONE NZ (CAP 508) FRR 30, 45, or 60 site applied to project specific DFT


3rd coat:
DULUX Professional Ceiling Flat @ 12.8 sqm / litre


4th coat:
DULUX Professional Ceiling Flat @ 12.8 sqm / litre

4.12
INTERIOR PAPERFACED PLASTERBOARD - WET AREAS - PAINT FINISH


Coating type:
Water based low sheen


System:
DuSpec NZSD0417


Preparation:
PPL008

1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12 sqm / litre

2nd coat:
DULUX Mouldshield @ 16 sqm / litre


3rd coat:
DULUX Mouldshield @ 16 sqm / litre


Spread of Flame Index
= 0


Smoke Development Index
= 5

4.13
INTERIOR PAPERFACED PLASTERBOARD - WET AREAS - SUPERIOR FINISH


With a sprayed on high build plaster prep coat.


Coating type:
Water based low sheen


System:
DuSpec NZSD3805


Preparation:
PPL008

1st coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 5 sqm / litre


2nd coat:
DULUX Mouldshield @ 16 sqm / litre


3rd coat:
DULUX Mouldshield @ 16 sqm / litre

4.14
INTERIOR PAPERFACED PLASTERBOARD WALLS - WET AREAS - INTUMESCENT


FRR:
30, 45 OR 60 minutes


Coating type:
Water based semi gloss


System:
CAP 508


Preparation:
PPL008

1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12 sqm / litre

2nd coat:
ZONE NZ (CAP 508) FRR 30 or 45 site applied to project specific DFT


3rd coat:
DULUX Mouldshield @ 16 sqm / litre


4th coat:
DULUX Mouldshield @ 16 sqm / litre

4.15
INTERIOR PAPERFACED PLASTERBOARD CEILINGS - WET AREAS INTUMESCENT


FRR:
30 OR 45


Coating type:
Water based low sheen


System:
CAP 508


Preparation:
PPL008

1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12 sqm / litre

2nd coat:
ZONE NZ (CAP 508) FRR 30 or 45 site applied to project specific DFT


3rd coat:
DULUX Professional Ceiling Flat @ 12.8 sqm / litre


4th coat:
DULUX Professional Ceiling Flat @ 12.8 sqm / litre

4.16
INTERIOR FIBRE CEMENT SHEETING - WET AREAS - PAINT FINISH


Coating type:
Water based low sheen


System:
DuSpec NZSD4306

Preparation:
PFC013

1st coat:
DULUX Prepcoat acrylic primer undercoat @ 13.7 sqm / litre


2nd coat:
DULUX Mouldshield @ 16.1 sqm / litre


3rd coat:
DULUX Mouldshield @ 16.1 sqm / litre

4.17
INTERIOR FIBRE CEMENT SHEETING - WET AREAS - SUPERIOR FINISH


Coating type:
Water based low sheen


System:
DuSpec NZSD3808

Preparation:
PFC013

1st coat:
DULUX Professional Ultra 5 Surfacer Prep & Finish @ 5 sqm / litre


2nd coat:
DULUX Mouldshield @ 16.1 sqm / litre


3rd coat:
DULUX Mouldshield @ 16.1 sqm / litre

4.18
INTERIOR FIBROUS PLASTER


Coating type:
Water based low sheen


System:
DuSpec NZSD3134


Preparation:
PPL008


1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12sqm / litre


2nd coat:
DULUX Wash & Wear 101 Advanced Low Sheen @ 16.1sqm / litre


3rd coat:
DULUX Wash & Wear 101 Advanced Low Sheen @ 16.1sqm / litre


Spread of Flame Index
= 0


Smoke Development Index
= 3

4.19
INTERIOR MASONRY - CONCRETE & BLOCKWORK PAINT FINISH


Coating type:
Water based low sheen


System:
DuSpec NZSD0210


Preparation:
PBK019


1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12.1 sqm / litre


2nd coat:
DULUX Wash & Wear 101 Advanced @ 16.1 sqm / litre


3rd coat:
DULUX Wash & Wear 101 Advanced @ 16.1 sqm / litre

4.20
INTERIOR MASONRY - CONCRETE & BLOCKWORK PAINT FINISH


Coating type:
Water based low sheen


System:
DuSpec NZSD3179


Preparation:
PBK019


1st coat:
DULUX Prepcoat acrylic sealer undercoat @ 12sqm / litre


2nd coat:
DULUX Professional Enviro2 @ 16sqm / litre


3rd coat:
DULUX Professional Enviro2 @ 16sqm / litre

4.21
INTERIOR MASONRY, CONCRETE, BLOCKWORK - WATER REPELLENT, CLEAR SEALER


Coating type:
Water based matt


System:
ESP Distributors (supplied from Dulux trade outlets)


Preparation:
As per Spec Sheet


Application:
Wet on Wet


1st coat:
Type K Silicone Sealer


2nd coat:
Type K Silicone Sealer

4.22
INTERIOR TIMBER SURFACES -WALL AREAS


Coating type:
Water based enamel low sheen


System:
DuSpec NZSD0301


Preparation:
PTI003


1st coat:
DULUX Prepcoat Acrylic Primer Undercoat @ 13.7 sqm / litre


2nd coat:
DULUX Aquanamel @ 16.1 sqm / litre


3rd coat:
DULUX Aquanamel @ 16.1 sqm / litre

4.23
INTERIOR TIMBER -TRIM, DOORS, FRAMES & SASHES


Coating type:
Water based enamel semi gloss


System:
DuSpec NZSD0299


Preparation:
PTI003


1st coat:
DULUX Prepcoat Acrylic Primer Undercoat @ 13.7 sqm / litre


2nd coat:
DULUX Aquanamel @ 16.1 sqm / litre


3rd coat:
DULUX Aquanamel @ 16.1 sqm / litre

4.24
INTERIOR CONCRETE FLOORS - PEDESTRIAN


Coating type:
Water based paving paint satin


System:
DuSpec NZSD4291


Preparation:
PCF033


1st coat:
DULUX Aquatread Undercoat @ 9 sqm / litre


2nd coat:
DULUX AquaTread @ 11.2 sqm / litre


3rd coat:
DULUX AquaTread @ 11.2 sqm / litre

4.25
INTERIOR CONCRETE FLOORS - HIGH DEMAND WATER BASED


Coating type:
Waterborne epoxy semi gloss


System:
DuSpec NZSI3795


Preparation:
PCF033


1st coat:
DULUX Luxafloor ECO2 @ 6.5 sqm / litre


2nd coat:
DULUX Luxafloor ECO2 @ 6.5 sqm / litre


Interior Stain / Clear Systems


Supply the listed Intergrain Woodcare systems for the following new substrates:

4.26
INTERIOR TIMBER FLOORS - CLEAR


Coating type:
Water based clear satin


System:
DuSpec NZSW0325


Preparation:
PTI003


1st coat:
INTERGRAIN Floortec @ 11.8 sqm / litre


2nd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre


3rd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre

4.27
INTERIOR TIMBER FLOORS -STAINED


Coating type:
Water based clear satin over stain


System:
DuSpec NZSW0332


Preparation:
PTI003


1st coat:
INTERGRAIN Natural Stain @ 11.5 sqm / litre


2nd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre


3rd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre

4.28
INTERIOR TIMBER FLOORS - CLEAR - HIGH DEMAND WATER BASED 2 PACK LOW VOC


Coating type:
Clear - Water Based Satin


System:
Uroxsys


Preparation:
PTI024


1st coat:
Watermarque 2 K - Primer Gloss, VOC 35g / litre


2nd coat:
Watermarque 2 K - Primer Gloss, VOC 35g / litre


3rd coat:
Watermarque 2 K - Satin VOC 100g/l

4.29
INTERIOR CONCRETE FLOORS - CLEAR - HIGH DEMAND WATER BASED 2 PACK LOW VOC


Coating type:
Clear - Water Based Satin


System:
Uroxsys


Preparation:
Diamond Grind, CCA Acid Wash - Poly Adhesion Promoter


1st coat:
Watermarque 2 K - Primer Gloss VOC 35 g / litre


2nd coat:
Watermarque 2 K - Primer Gloss VOC 35 g / litre


3rd coat:
Watermarque 2 K - Satin VOC 100 g / litre

4.30
INTERIOR CONCRETE PAVING DUST SEALER WATER BASED


Coating type:
Water based clear satin


System:
DuSpec NZSD1925


Preparation:
PCF010


1st coat:
Dulux Aquatread Clear Sealer @ 11.5 sqm / litre


2nd coat:
Dulux Aquatread Clear Sealer @ 11.5 sqm / litre

4.31
INTERIOR TIMBER SURFACES - WALL AREA CLEAR


Coating type:
Water based clear satin


System:
DuSpec NZSW0333


Preparation:
PTI003


1st coat:
INTERGRAIN Intec @ 13 sqm / litre


2nd coat:
INTERGRAIN Intec @ 13 sqm / litre


3rd coat:
INTERGRAIN Intec @ 13 sqm / litre

4.32
INTERIOR TIMBER SURFACES -WALL AREA STAINED


Coating type:
Water based clear satin over stain


System:
DuSpec NZSW0335


Preparation:
PTI003


1st coat:
INTERGRAIN Natural Stain @ 11.5 sqm / litre


2nd coat:
INTERGRAIN Intec @ 13 sqm / litre


3rd coat:
INTERGRAIN Intec @ 13 sqm / litre

4.33
INTERIOR TIMBER - TRIM, DOORS, FRAMES & SASHES CLEAR


Coating type:
Water based clear satin


System:
DuSpec NZSW0325


Preparation:
PTI003


1st coat:
INTERGRAIN Floortec @ 11.8 sqm / litre


2nd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre


3rd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre

4.34
INTERIOR TIMBER -TRIM, DOORS, FRAMES & SASHES STAIN


Coating type:
Water based clear satin over stain


System:
DuSpec NZSW0332


Preparation:
PTI003


1st coat:
INTERGRAIN Natural Stain @ 11.5 sqm / litre


2nd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre


3rd coat:
INTERGRAIN Floortec @ 11.8 sqm / litre

4.35
INTERIOR FIRE RATED INTUMESCENT STEEL


FRR:
30, 60 or 90 (exposed to view)


Coating type:
Water based LOW VOC


Location:
~


Preparation:
Abrasive blast to AS 1627.4 Class 2.5


1st application:
Dulux: Duremax GPE ZP @ 150 microns DFT - Shop applied


2nd application:
ZONE NZ (Phoenix 167, 168 or 270) Intumescent FRR 30, 60 or 90
Site applied to project specific DFT


3rd application:
Dulux: Enviro 2 @ 23 microns DFT- Site applied


4th application:
Dulux: Enviro 2 @ 23 microns DFT- Site applied

4.36
INTERIOR FINISHES


Substrate:
Plasterboard walls


Dulux system:
~


Substrate:
Plasterboard ceilings


Dulux system:
~


Substrate:
Timber Joinery


Dulux system:
~


Substrate:
Fibrous plaster ceilings


Dulux system:
~


Substrate:
Concrete / Block Walls


Dulux system:
~


Substrate:
Concrete floors


Dulux system:
~


Substrate:
Timber floors


Dulux system:
~
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